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Bevel cutting

Square cutting

Cutting of any size of pipe between 
114~600 mm (4"~24") is possible 
with a standard chain.
The drive chain consists of simply 
designed, cleanly interlocking links. 
Links are easily added or removed 
for rapid change for pipe of different

diameters. 
The drive is through a large worm 
and wormwheel. The low gear ratio 
results in extremely smooth travel.
A graduated bevel coller ensures 
accurate bevel setting.
The control valves for fuel, preheat 

oxygen and cutting are located away
from the heat. They are conveniently 
placed for easy operator use.
Weighing just 9 kg (19,8 lbs), this 
hard working unit offer low mainte-
nance, easy operation and true 
portability. 

The PICLE-1 is a manual operated portable pipe cutting machine with a chain
and gear drive system.

Specifications

Effective pipe diameter 114~600 mm (4"~24") by standard
chain (2,4 m = 96") over 600 mm by 
extra chain addition

Cutting thickness Up to 50 mm (2")

Cutting shape Square and bevel (up to 45°)

Drive method Manual

Tip 100 series for any fuel gas

Wing nut

Spring

Distributor

Torch

Guide wheelChain

Option
Additional chain links

Total system supplier of welding and cutting KOIKE INTERNATIONAL GROUP

KOIKE ARONSON, INC.
635 West Main Street,
Arcade, NY14009, USA.
Tel: +1 (0)716 - 492 2400
Fax: +1 (0)716 - 457 3517
www.koike.com

KOIKE EUROPE B.V.
Grote Tocht 19,
1507 CG  Zaandam, Holland.
Tel: +31 (0)75 - 612 72 27
Fax: +31 (0)75 - 670 22 71
www.koike.nl

KOIKE KOREA
ENGINEERING CO.,LTD.
1318-26, Daekwang-Dong,
Kimcheon-City, 
Kyoung Sangbuk-Do, Korea.
Tel: +82 (0)547 - 39 3711
Fax: +82 (0)547 - 39 3713
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KOGYO CO.,LTD.
International Division

1-1, Ojima 9-chome,
Koto-ku, Tokyo, 
136-0072 Japan.
Tel: +81 (0)3 - 3685 9111
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www.koikeox.co.jp
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